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KS5600 USB 
Digital 1-CCD OEM Color Video Camera 

 

 
 
The KS5600 USB is a product line of 1/2" / 1/3" / 1 /4" CCD OEM cameras which is available as 
USB 2.0 and USB 2.0 / Analog version. It is designe d to be used in a wide variety of 
professional medical, industrial and security appli cations. It is a very economical video 
solution and designed for easy integration in “low cost” custom systems. With the NET 
Feature Cam Driver it can realize a lot imaging fun ctions (Zoom, H/V-Flip) on the PC, which can 
be controlled on the camera side. All models are av ailable with compact CCD and extended 
CCD image sensor.  
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KS5600 USB Features: 
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- 1/2", 1/3", 1/4" High quality Sony CCD 
- Digital Signal Processor (DSP) 
- 10bit ADC  
- Universally suitable for use with IPC, embedded systems, PC and notebook computers 
- Up to 25 / 30 full screen images per second  (PAL / NTSC) 
- PC Control function via switch 1 /2 (camera side) with NET Feature Cam Driver  

(option /  Zoom function, V/H-Flip) 
- Available viewer-, demo application software and common driver 
- Power supply via USB bus (simplifies the adherence to medical equipment guidelines) 
- Pixel synchron native transfer with no additional DA/AD-conversion / complete digital chain 
- Optimized Signal/Noise ratio 
- Shutter speed up to 1/10.000sec 
- ELC (AE / AGC) 
- White Balance One PUSH function (AWB) 
- Back light compensation (BLC) 
- Mirror function 
- Camera on/off function 
- USB 2.0 Digital Video Out (BT656) ( Vista / XP recommended) 

 
 
Optional USB / Analog Video output with Subboard SB5600 
KS56xx USB with SB5600 
 

- Video output CVBS 
- Video output Y/C 
- LED Power supply – current control (for example 2 x 4 LED’s / 14mA) 
- Power supply 5V DC (12V option) 

 
Optional extended CCD image sensor 
KS56x1 USB  

 
- CCD can be separated up to 200mm (option / on request) 

 
 
 
 
 
 
 
 
 
 
 
Application: 
 

- Medical imaging (Dental, Endoscopy, Dermatology, Ophthalmology, Otoskopy) 
- Security Technology 
- Quality inspection 
- Automation and quality assurance 
- Visualization and microscopy 
- Bottle inspection / reverse vending 
- Image processing 
- Factory automation 
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Nomenclature 
KS5600 USB models : 
 

KS 56 U
System

M Molex connector
S prepared for SB5600x

System
P PAL
N NTSC
C CCIR
E EIA

Version
0 compact camera
1 extended CCD (up to 200mm)

CCD
2 1/2" CCD  (ICX418 / 419 AKB)
3 1/3" CCD  (ICX408 / 409 AK)
4 1/4" CCD  (ICX228 / 229 AK)
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1/2” CCD Camera  
KS5620 USB models : 
 

compact camera version  KS5620UPS KS5620UPM KS5620UNS KS5620UNM 
TV system PAL NTSC 

CCD type 1/2“ CCD 752 (H) x 582 (V) 1/2“ CCD 768 (H) x 494 (V) 

Scanning Lines 625 525 

Total pixel 2:1 interlaced 

Sync System internal 

Resolution (Hor.) 460 TV lines 470 TV lines 

Resolution (Vert.) 420 TV lines 350 TV lines 

Scanning frequency (Vert.) 50Hz 60Hz 

Scanning frequency (Hor.) 15,625 kHz 15,734 kHz 

Aspect ratio 4:3 

Minimum: 0,8Lux, F1.2 (AGC ON), Illumination (1/2“ CCD) 
approx. 50% Video level 

Digital Video output USB 2.0 (YUV 4:2:2) 

Signal/noise ratio (SNR) >56dBp-p/rms (digital) 

Auto / Manual selectable Electronic Shutter 
Maximum shutter speed 1/10.000 sec. 

Gamma adjustable via Software 

Automatic Gain Control (AGC) ON/OFF 0~18dB adjustable 

White balance One Push/3000K-6000K 

Camera parameters adjustable via USB 2.0 

Power supply DC5V +/- 5% (thru USB2.0) 

Power consumption Max. 500 mA 

Temperature: 0° to 50°C Environmental condition 
Humidity: max. 95% 

External dimension 19.6 (W) x 51.5 (D)mm 

Weight approx. 6 g 

Connector Typ J1 / J3 
prepared for 

SB5600P Molex 53047-0810 
prepared for 

SB5600N Molex 53047-0810 

Order-No. on request on request on request on request 

     
     

extended CCD version  KS5621UPS KS5621UPM KS5621UNS KS5621UNM 

Connector Typ J8 Molex ZIF Molex ZIF Molex ZIF Molex ZIF 

Order-No. on request on request on request on request 
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1/3” CCD Camera  
KS5630 USB models : 
 

compact camera version  KS5630UPS KS5630UPM KS5630UNS KS5630UNM 
TV system PAL NTSC 

CCD type 1/3“ CCD 752 (H) x 582 (V) 1/3“ CCD 768 (H) x 494 (V) 

Scanning Lines 625 525 

Total pixel 2:1 interlaced 

Sync System internal 

Resolution (Hor.) 460 TV lines 470 TV lines 

Resolution (Vert.) 420 TV lines 350 TV lines 

Scanning frequency (Vert.) 50Hz 60Hz 

Scanning frequency (Hor.) 15,625 kHz 15,734 kHz 

Aspect ratio 4:3 

Minimum: 0,8Lux, F1.2 (AGC ON), Illumination (1/2“ CCD) 
approx. 50% Video level 

Digital Video output USB 2.0 (YUV 4:2:2) 

Signal/noise ratio (SNR) >56dBp-p/rms (digital) 

Auto / Manual selectable Electronic Shutter 
Maximum shutter speed 1/10.000 sec. 

Gamma adjustable via Software 

Automatic Gain Control (AGC) ON/OFF 0~18dB adjustable 

White balance One Push/3000K-6000K 

Camera parameters adjustable via USB 2.0 

Power supply DC5V +/- 5% (thru USB2.0) 

Power consumption Max. 500 mA 

Temperature: 0° to 50°C Environmental condition 
Humidity: max. 95% 

External dimension 19.6 (W) x 51.5 (D)mm 

Weight approx. 6 g 

Connector Typ J1 / J3 
prepared for 

SB5600P Molex 53047-0810 
prepared for 

SB5600N Molex 53047-0810 

Order-No. 0303980000 0303960000 0303990000 0303970000 
     
     

extended CCD version  KS5631UPS KS5631UPM KS5631UNS KS5631UNM 

Connector Typ J8 Molex ZIF Molex ZIF Molex ZIF Molex ZIF 

Order-No. on request on request on request on request 
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1/4” CCD Camera  
KS5640 USB models: 
 
 

compact camera version  KS5640UPS KS5640UPM KS5640UNS KS5640UNM 
TV system PAL NTSC 

CCD type 1/4“ CCD 752 (H) x 582 (V) 1/4“ CCD 768 (H) x 494 (V) 

Scanning Lines 625 525 

Total pixel 2:1 interlaced 

Sync System internal 

Resolution (Hor.) 460 TV lines 470 TV lines 

Resolution (Vert.) 420 TV lines 350 TV lines 

Scanning frequency (Vert.) 50Hz 60Hz 

Scanning frequency (Hor.) 15,625 kHz 15,734 kHz 

Aspect ratio 4:3 

Minimum: 0,8Lux, F1.2 (AGC ON), Illumination (1/2“ CCD) 
approx. 50% Video level 

Digital Video output USB 2.0 (YUV 4:2:2) 

Signal/noise ratio (SNR) >56dBp-p/rms (digital) 

Auto / Manual selectable Electronic Shutter 
Maximum shutter speed 1/10.000 sec. 

Gamma adjustable via Software 

Automatic Gain Control (AGC) ON/OFF 0~18dB adjustable 

White balance One Push/3000K-6000K 

Camera parameters adjustable via USB 2.0 
Power supply DC5V +/- 5% (thru USB2.0) 

Power consumption Max. 500 mA 

Temperature: 0° to 50°C Environmental condition 
Humidity: max. 95% 

External dimension 19.6 (W) x 51.5 (D)mm 

Weight approx. 6 g 

Connector Typ J1 / J3 
prepared for 

SB5600P Molex 53047-0810 
prepared for 

SB5600N Molex 53047-0810 

Order-No. 0304020000 0304000000 0304030000 0304010000 
     
     

extended CCD version  KS5641UPS KS5641UPM KS5641UNS KS5641UNM 

Connector Typ J8 Molex ZIF Molex ZIF Molex ZIF Molex ZIF 

Order-No. on request on request on request on request 
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Subboard  
SB5600 models : 
 

Subboard  SB5600P SB5600N 
TV system PAL NTSC 

Digital Video output USB 2.0 (YUV 4:2:2) 

Analog Video out / CVBS   
CVBS 1V p-p  (75R) 

Y 1V p-p  (75R) 

C 0.3V p-p  (75R) 

Signal/noise ratio (SNR) >56dBp-p/rms (digital)  /  >46dBp-p/rms (analog) 

LED power supply current limited 28mA 
(for example 2x 4 LED's14mA) 

Power supply DC5V +/-5% (DC12V option) 

Power consumption max. 500 mA (DC5V)  

Temperature: 0° to 50°C Environmental condition 
Humidity: max. 95% 

External dimension 19.6 (W) x 58.1 (D)mm (incl. KS56x0UxS) 

Weight approx. 3 g 

Order-No. 1000500000 1000510000 
 
 
 
 
 

Extended CCD version 
KS56x1 USB models: 
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Connector positions : 
 
KS5600 USB J1 / J3  
 
KS5600 USB 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SB5600  J3 / J4   
 
SB5600 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Control function / setting with SB5600  
 

Function resistor 
 Default setting with SB5600 

open / 10k�  
AGC max H/L R4 10k�  AGC max L 
ELC ON/OFF R3 10k�  ELC OFF 
Normal / Mirror R6 10k�  Normal 
AWB Push/Hold R5 open Hold 

Hardware Control Function Default setting Pin Power / Data 
J1 J3 Resistor Open / 100k�  

1 +5V DC (500mA) Power in GND    

2 GND Power in AGC max H/L R12 open AGCmaxH 

3 USB Data + ELC ON/OFF R16 open ELC ON 

4 USB Data - Normal / Mirror R27 open Mirror 

5 service AWB Push/Hold R28 open Hold 
6 service Camera ON/OFF   ON 

7 service Switch 1    

8 service Switch 2    

 

Pin J3 J4 

1 +5V DC (500mA) Power in (+12V DC (290mA) Power in) 

2 GND Power in Analog GND 

3 USB Data + Analog Y-Out 

4 USB Data - Analog C-Out 

5 service Analog CVBS-Out 
6 service Camera ON/OFF 

7 service Switch 1 

8 AWB Push/Hold Switch 2 
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SB5600  LED / max. 28mA current control 
 
example 2x 4 LED`s / 14mA 

  
AGC :  
 
With this function the AGC maximum gain can be switched between two types. 
The AGCmax High and AGCmax Low setting value are adjusted by the NET KS5600Adj Software. 
 
 
ELC ON/OFF :  
 
The KS5600 USB camera offers an ELC function. This ELC mode can be switched ON and OFF.  
ON : Automatic shutter and AGC 
OFF : Manual shutter (fix 1/50 or 1/60) and AGC 
 
Mirror :  
 
The video signal which reversed right and left as shown in the following figure can be outputted by 
using the mirror function. 
Note : It has no top / bottom reversal function. This is optional available with switch1 or 2. 
 

    
 Normal       Mirror  
 
 
 
AWB Run (Push) / Lock (Hold):  
 
Operation is performed in Run mode while the button is pressed and shifts to hold mode when the 
button is released, allowing the white balance gain at that point to be written to the EEPROM. 
When operation shifts from Run to Lock mode, white balance control is stopped and the gain value is 
held in the condition before the mode transition.  
Run mode has no operation frame or other limitations, and performs correction so that the R :G :B 
evaluation value is always 1 :1 :1  
 
 
 
Camera ON/OFF :  
 
The KS5600 USB camera offers a ON/OFF function. On the OFF operation the DSP (SSHQ1) is 
switched off. Only the USB converter and the microprocessor are running. In this case the camera is 
be logon on the PC system. If  a SB5600 is used, the LED power supply will also be switch off. This 
camera on/off function can be realized via a reed switch (dental / cradle function) 
 
 
 
 
 
 

�  
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Switch 1 / 2:  
 
Switch 1 and 2 can be used for special PC control functions. With the NET Feature Cam  Driver there 
can be special function supported. This is a option function. If this function will be used, please request 
NET.  
For example : 
- H/V Flip 
 

    
 Normal       H/V-Flip  
 
 
 
- white image / for X-ray diagnostic 
- zoom function 
 
 
 
 
These are standard functions and configurations. 
On J3 (KS5600 USB) different function configuration s can be performed by the NET KS5600Adj 
adjustment software.  
If an other function is needed please request NET. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

�  
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Modular KS5600 USB concept: 
 

 
 
 
 

Dimensions: 
 

  
 
  
 
 
 
 
 
 

 
 
 

 
Ø 
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Accessories: 
 
Filter 

- 1/3" IR-Cut Filter   (Order-no. 0700160000) 
- 1/4" IR-Cut Filter   (Order-no. 0700310000) 
- OLPF Filter (1/2” / 1/3” / 1/4")  (Order-no.  on request  ) 

 
Cable 

- 8pin. Molex  - open end   (Order-no. 0604970000) 
- 2m USB cable (Typ A – Typ Mini B) (Order-no. 0606410000) 
- 3m USB cable (Typ A – Typ Mini B)  (Order-no. 0606130000) 

 
Starter Kit 

- for KS5600 USB with SB5600  (Order-no. 0500260000) 
- for KS5600 USB without SB5600 (Order-no. 0500270000) 

 
 
 
 
PC Software & Driver: (Software Download: www.net-gmbh.com) 
 
 Driver 

- USB NET Driver 
- NET Feature CAM (Option) / Demo application available 

 
 Viewer Software 

- FrameGrab / USB Cam Sample Software (Demo Application SW) 
- VideoView Software (Viewer SW) 

 
 Adjustment Software 

- NET KS5600Adj Software (via USB 2.0) 
 
SDK (API) 

- Borland C 
- Visual C 

 
 
 
 
 

 
 

System Requirements : 
 

- PC System with 2,0 GHz, 256 MB RAM 
- Windows 2000 SP4  / Windows XP SP2  (Linux in preparation) 
- DirectX 9.0 
- USB 2.0 interface 
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