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Features 
· Digital Signal Processor (DSP) 
· 1/3” CCD (High resolution) 
· 8bit ADC  
· Video output CVBS, Y/C 
· Shutter speed up to 1/100,000sec 
· White Balance AUTO/SET 
· All camera parameters adjustable via  

WIN 95/NT Software 
· Single color vectors adjustable 
· Back light compensation (BLC) 
· Videomemory onboard (Quad mode) 
· Integrated Reed switch 
· RS232 (V24) interface 
· Memory control by footswitch or 

push button 
 

Options 
· 1/4“ CCD  
· Cable assembly 

 
Applications 
· Dental, Endoscopy  
· Dermatology, Ophthalmology, Otoscope 

Specifications 
 

 KSM 5730 KSM 5730P 

TV system NTSC PAL 

Image sensor IT 1/3” CCD 

Scanning Lines 525 625 

Scanning system 2:1 Interlaced 

Sync. System Internal 

Scanning frequency horizontal 15.743kHz 15.625kHz 

Scanning frequency vertical 59.94Hz 50Hz 

Aspect ratio 4 : 3 

Illumination Standard: 1,400 lux F11(3,000K) 
Minimum: 2 lux F1.4 (AGC,ON)  

approx. 50% Video level 
Video output NTSC or PAL FBAS , Y/C  

Signal/noise ratio (SNR) >44 dBp-p/rms 

Electronic light control  
( ELC (electronic shutter)) 

Automatic shutter control ON/OFF 
   Maximum shutter speed 1/100,000sec 

White balance FULL  : automatic White balance 
MANU: manual White balance 

Automatic Gain Control (AGC) ON/OFF, 0-18dB adjustable 

Interface RS232 (V24), footswitch, LED control, 
camera on/off control 

Videomemory 4 images, full and 4 split  
(quad mode) screen 

Power supply  +12VDC, ±10% 

Power consumption app.  

Environmental conditions temperature  
relative humidity 

:   0 to +50°C 
: max. 95% 

Dimensions (WxHxD) app. 17 x 18 x 60mm 

Weight app. 70g 

KSM 5730 
Digital 1-CCD OEM Color-Camera module 
with videomemory 

The OEM camera module was designed 
for easy integration in intra oral cameras. 
The compact module includes a video-
memory, a reed switch and a control 
circuit for LED illumination.  
The videosignal is processed by a Digital 
Signal Processor (DSP), the digitized 
and processed videosignal is directly 
input to the integrated videomemory. 
The KSM 5730 is suitable for integration 
in a handpiece of an intra oral camera. �  KSM 5730 
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