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RB600 Preliminary 

Video-Output  Y/C, CVBS, RGB, USB2.0, SDI  
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The OEM video output board RB600 
was designed to convert digital  
YUV-signal (acc. ITU 601) to Y/C, 
CVBS, RGB,  USB2.0 and SDI.  
The RB600 can be combined with the 
CCU KS600 and allows PC control 
for the whole system. 
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Features 
• Microcontroller 
• Color OSD 
• 10bit DAC  
• Video output CVBS, Y/C, RGB 
• All camera parameters 

adjustable via WIN 2000/XP 
Software 

• Built in colorbar generator (full 
screen) 

• Digital Video out USB2.0 & SDI 
• Plugs (receptacles) on board 

 
Applications 
• Endoscopy, Dental 
• Dermatology, Ophthalmology 
• Image processing, Visualisation 
 
Option 
• Set of cable 
• Control- / Adjustment Software/ 

Driver 
• Customized setup 
 

Specifications 
 
 KS600N KS600P 
TV System NTSC PAL 
Active Pixel 758(H)x492(V) 752(H)x582(V) 
Scanning Lines 525 625 
Scanning system 2:1 Interlaced 
Sync. System internal 
Scanning frequency horizontal 15.743kHz 15.625kHz 
Scanning frequency vertical 59.94Hz 50Hz 
Aspect ratio 4 : 3 
Video digital USB 2.0 SDI ( ITU656) 
Video output NTSC or PAL FBAS, Y/C (S-VHS), RGB 
Power supply  +12 V DC, ±10% 
Power consumption app. ?mA 
Environmental conditions temperature  

relative humidity 
:   0 to +40°C 
: 30 to 90% 

Dimensions (WxD) app.100x84mm 
Weight app.95g 
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